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1 CARTRIDGE PNEUMATIC CYLINDERS
CILINDRI PNEUMATICI A CARTUCCIA serie CT

CCIILLIINNDDRRII  PPNNEEUUMMAATTIICCII  AA  CCAARRTTUUCCCCIIAA  sseerriiee  CCTT  
CCAARRTTRRIIDDGGEE  PPNNEEUUMMAATTIICC  CCYYLLIINNDDEERRSS  sseerriieess  CCTT 

CARATTERISTICHE TECNICHE / TECNHICAL FEATURES 

ø 

AREA cm2 
6 10 16

Di tiro 0,28 0,78 2,01

1.01.01

GBITMateriali e Componenti
1 Dado asta in acciaio zincato
2 Boccola in ottone
3 Molla in acciaio
4 Asta pistone acciaio AISI 303
5 Guarnizione pistone in poliuretano
6 Camicia cilindro in ottone nichelato
7 Dadi di fissaggio cilindro in acciaio zincato

Component Parts and Materials
1 Zinc-plated steel Nut
2 Brass Bush
3 Steel Spring
4 Steel Piston rod AISI 303
5 Polyurethane Rod seal
6 Nickel plated brass Shape body
7 Zinc-plated steel Locking screw

0 °C  (-20 °C con aria secca)
(-20 °C with dry air) 

+ 80 °C

Temperature
Temperatures

Fluidi compatibili
Aria compressa filtrata 
lubrificata e non lubrificata. 

Fluids
Filtered and lubricated 
compressed air as well as non 
lubricated air. 

2 bar (0.2 MPa)
7 bar (0.7 MPa)

Pressioni 
Pressures

Norma di Riferimento
Reference standard

1907/2006 2011/65/CE PED 
2014/68/UE

SILICON 
FREE

ATEX 
2014/34/UE

Ø
mm

Corse - Strokes mm

5 10 15

6 10 g 12.5 g 15 g
10 27 g 32 g 36 g
16 71 g 78 g 87 g

Peso
Weight

SEZIONE UTILE PER IL CALCOLO DELLA FORZA DEL CILINDRO 
USABLE SECTION IN ORDER TO CALCULATE THE CYLINDER FORCE 
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1CARTRIDGE PNEUMATIC CYLINDERS
CILINDRI PNEUMATICI A CARTUCCIA serie CT

CCIILLIINNDDRRII  PPNNEEUUMMAATTIICCII  AA  CCAARRTTUUCCCCIIAA  sseerriiee  CCTT  
CCAARRTTRRIIDDGGEE  PPNNEEUUMMAATTIICC  CCYYLLIINNDDEERRSS  sseerriieess  CCTT  

DIMENSIONI D’INGOMBRO I OVERALL SIZE 
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M10x1 8.5 M5 M3 9 5 19,5 26,5 33,5 8 3 14 7
10 M15x1.5 13 M5 M4 14 5 21,5 28 35 10,5 4 19 10
16 M22x1.5 19 M5 M5 20 6 24,5 30,5 37 13 5 27 12




